
Êëþ÷ ÐÅÆÈÌÈ
ÒÈÏ FD5302

ÏÀÑÏÎÐÒ 04-FD5302-03-17

ÎÁÙÎ ÎÏÈÑÀÍÈÅ
Êëþ÷ ÐÅÆÈÌÈ FD5302 å ïðåäíàçíà÷åíî çà ñúâìåñòíà ðàáîòà ñ ïîæàðîãàñèòåëíà 

öåíòðàëà FS5200E. Óñòðîéñòâîòî ïîçâîëÿâà äóáëèðàíå êëþ÷à çà èçáîð íà ðåæèì, 
íàìèðàù ñå íà ëèöåâèÿ ïàíåë íà öåíòðàëàòà è èçíàñÿíåòî ìó íà îïðåäåëåíî 
ðàçñòîÿíèå. Ëèíèèòå çà âðúçêà FS5200E-FD5302 ñà áàëàíñèðàíè è ñå ñëåäÿò çà êúñî 
ñúåäèíåíèå è ïðåêúñâàíå. Äúëæèíàòà íà ëèíèèòå ñå îïðåäåëÿ îò îìè÷åñêîòî 
ñúïðîòèâëåíèå íà âñÿêà äâîéêà ëèíèè. Ïðåïîðú÷âà ñå óñòðîéñòâîòî äà ñå ìîíòèðà íà 
ìÿñòî, â áëèçîñò äî îõðàíÿâàíèÿ îáåêò. Àêî ïðè ïîëó÷åí ñèãíàë çà ïîæàðíà òðåâîãà ñå 
óñòàíîâè, ÷å ñèãíàëà å ðåçóëòàò íà ëúæëèâî ñðàáîòâàíå, òî  êëþ÷ ÐÅÆÈÌÈ ïîçâîëÿâà 
ïðîìÿíà ðåæèìà íà öåíòðàëàòà èëè îòìÿíà çàäåéñòâàíåòî íà ãàñèòåëíàòà èíñòàëàöèÿ, 
êîåòî  äà  ïðåäîòâðàòè  íàíàñÿíå íà ùåòè.

Ôóíêöèèòå, êîèòî FD5302 äóáëèðà ñà:
              -  ïðîìÿíà ðåæèìà íà öåíòðàëàòà - ðú÷íî-àâòîìàòè÷åí èëè ðú÷åí;
              -  âêëþ÷âàíå íà ðåæèì çàáðàíà íà ãàñåíåòî ïðè ïîæàð .  
Çàáåëåæêà: Ðú÷íèÿ ðåæèì (ïîçèöèÿ “MANUAL”) å ïðèîðèòåòåí.
 Ïîçèöèè íà êëþ÷ ÐÅÆÈÌÈ (ôèã.1à)
1. “AUTO” - àêòèâèðà ðú÷íî-àâòîìàòè÷åí ðåæèì. Àêî êëþ÷à çà èçáîð íà ðåæèì â 
öåíòðàëàòà å â ïîçèöèÿ ðú÷åí ðåæèì, òîé å ïðèîðèòåòåí, íåçàâèñèìî îò ïîçèöèÿòà 
íà êëþ÷à â  FD5302;
2. “MANUAL” - àêòèâèðà ðú÷åí ðåæèì, êîéòî å ïðèîðèòåòåí çà öåíòðàëàòà íåçàâèñèìî 
îò ïîçèöèÿòà íà íåéíèÿ êëþ÷ çà èçáîð íà ðåæèì;
3. “OFF” - çàáðàíÿâà ãàñåíåòî ïðè ïîæàð.
Êëþ÷ ÐÅÆÈÌÈ ñå ñâúðçâà ñ âõîäîâå “On/Off Exting” è  “Mode Select” íà  FS5200E.   
FD5302 ñå ñúñòîè îò:  êîðïóñ (ïîç.4, ôèã.2), íîñà÷-êîìïëåêò (ïîç.3, ôèã.2), ñåêðåòåí 
òðèïîçèöèîíåí ïðåâêëþ÷âàòåë (ïîç.5, ôèã.2), ñòîïåð (ïîç.6, ôèã.2), êàïàê (ïîç.2, ôèã.2) è 
ïðåäïàçåí êàïàê (ïîç.1, ôèã.2).

Ðàáîòà ñ êëþ÷ ÐÅÆÈÌÈ
Ïðîöåäóðàòà ïî èçïîëçâàíå íà óñòðîéñòâîòî ñå ðåãëàìåíòèðà îò ïîòðåáèòåëÿ 

êîíêðåòíî çà âñåêè îáåêò. Äåéñòâèÿòà íà ïåðñîíàëà ïî èçïîëçâàíå íà êëþ÷ ÐÅÆÈÌÈ 
âêëþ÷âàò:
1. Îòâàðÿ ñå ïðåäïàçíèÿ êàïàê, ôèêñèðàí ñúñ ñòîïåðà.
2. Èçáèðà ñå ðåæèì ïîñðåäñòâîì ñåêðåòíèÿ êëþ÷ îò êîìïëåêòà: 
      - ðú÷íî àâòîìàòè÷åí ðåæèì - ïîçèöèÿ “AUTO”; 
     - ðú÷åí ðåæèì - ïîçèöèÿ “MANUAL”;
      - çàáðàíà ãàñåíå - ïîçèöèÿ “OFF”. 
3. Â öåíòðàëàòà ñðàáîòâà èíäèêàöèÿ, ñèãíàëèçèðàùà çà ïðåäïðèåòèòå äåéñòâèÿ.
4. Ñëåä îòïàäàíå íà ïðè÷èíàòà çà èçïîëçâàíå íà óñòðîéñòâîòî, ñåêðåòíèÿ êëþ÷ ñå 
ïîñòàâÿ â ïîçèöèÿ, îòãîâàðÿùà íà êîíêðåòíàòà ñèòóàöèÿ.   
5. Ïîâòîðíîòî èçïîëçâàíå íà ñúùèÿ ñòîïåð çà ôèêñèðàíå íà êàïàêà å íåâúçìîæíî, 
ïîðàäè êîåòî ñå íàëàãà ìîíòèðàíå íà íîâ ñòîïåð:
     - äåìîíòèðà ñå êàïàêà (ïîç.2, ôèã.2) è ñå ïîäìåíÿ  ñêúñàíèÿ ñòîïåð

   (ïîç.6, ôèã.2);
   - ìîíòèðà ñå êàïàêà ïî îáðàòíèÿ ðåä è ñúñ ñòîïåðà ñå ôèêñèðà
       ïðåäïàçíèÿ êàïàê .
 ÒÅÕÍÈ×ÅÑÊÈ ÕÀÐÀÊÒÅÐÈÑÒÈÊÈ
Ïðåâëþ÷âàòåë - ñåêðåòåí òðèïîçèöèîíåí ïðåâêëþ÷âàòåë
Åëåêòðè÷åñêè ìîíòàæ - ÷ðåç êëåìà çà èíñòàëàöèîííè 

2   ïðîâîäíèöè ñúñ ñå÷åíèå (0,8-1,5) mm
Ìàêñèìàëíî ñúïðîòèâëåíèå íà - 100Ù
ñâúðçâàùàòà ëèíèÿ
Ñòåïåí íà çàùèòà - IP 40
Ðàáîòåí òåìïåðàòóðåí äèàïàçîí - îò ìèíóñ 10°Ñ äî 60°Ñ 
Óñòîé÷èâîñò íà îòíîñèòåëíà âëàãà - (93±3)% ïðè òåìïåðàòóðà 40°Ñ 
Ãàáàðèòíè ðàçìåðè - 90õ90õ44 mm (90õ90õ56-äúëáîê êîðïóñ)
Ìàòåðèàë - ABS, áÿë
ÓÊÀÇÀÍÈß È ÈÇÈÑÊÂÀÍÈß ÏÎ ÎÕÐÀÍÀ ÍÀ ÒÐÓÄÀ

Ïåðñîíàëúò, çàíèìàâàù ñå ñ ìîíòàæà è ðåìîíòà íà êëþ÷ ÐÅÆÈÌÈ, å äëúæåí äà 
çíàå óñòðîéñòâîòî è ðàáîòàòà íà àïàðàòóðàòà è îáùèòå èçèñêâàíèÿ ïî òåõíèêà íà 
áåçîïàñíîñò. FD5302 ñå ìîíòèðà â ïîìåùåíèÿ ñ íîðìàëíà ïîæàðíà îïàñíîñò, ñúãëàñíî 
äåéñòâàùèòå ñòàíäàðòè è íîðìàòèâè.
 MÎÍÒÀÆ 
1. Äåìîíòèðà ñå óñòðîéñòâîòî íà ñúñòàâíèòå ÷àñòè - êàïàê, íîñà÷-êîìïëåêò è êîðïóñ, 
ïîêàçàíè íà ôèã.1 ÷ðåç ðàçâèâàíå íà âèíòîâåòå (ïîç.1, ôèã.1à) (ïîç.7, ôèã.2).
2. Îñíîâàòà ñå ìîíòèðà íà ñòåíàòà ÷ðåç äþáåëè è ñàìîíàðÿçâàùè âèíòîâå.
3. Ïðèñúåäèíÿâàò ñå ïðîâîäíèöèòå íà âõîäíàòà  ëèíèÿ êúì êëåìèòå (ïîç.1, ôèã.2à) 
íàìèðàùè ñå íà çàäíàòà ñòðàíà íà íîñà÷à êîìïëåêò (ïîç.3, ôèã.2), ñúãëàñíî ñõåìàòà íà 
ôèã.3. Çà äà îñúùåñòâèòå âÿðíî åëåêòðè÷åñêèòå âðúçêè, îðèåíòèðàéòå êëåìîðåäèòå  íà 
óñòðîéñòâàòà è ñâúðçâàùèòå ïðîâîäíèöè êàêòî å ïîêàçàíî íà ôèã.3. 
4. Ïîñëåäîâàòåëíî, êúì êîðïóñà  ñå ìîíòèðàò íîñà÷à êîìïëåêò, ñòîïåðà  è  êàïàêà.
5. Ñúñ ñòîïåðà ñå ôèêñèðà ïðåäïàçíèÿ êàïàê êúì êîðïóñà.
6. Ñâîáîäíèÿ êðàé íà ñòîïåðà ñå èçðÿçâà. Ïî òîçè íà÷èí ñòîïåðúò íå ìîæå äà ñå 
èçïîëçâà ïîâòîðíî çà ôèêñèðàíå íà ïðåäïàçíèÿ êàïàê è ïîêàçâà, ÷å óñòðîéñòâîòî å 
èçïîëçâàíî.
 ÑÚÑÒÀÂ È ÊÎÌÏËÅÊÒÍÎÑÒ ÍÀ ÄÎÑÒÀÂÊÀÒÀ
Êëþ÷ ÐÅÆÈÌÈ FD5302 -  1 áð.
Ñåêðåòåí êëþ÷ -  2 áð.
Ïàñïîðò -  1 áð.
Òðàíñïîðòíà îïàêîâêà -  1 áð.
 ÃÀÐÀÍÖÈÎÍÍÈ ÇÀÄÚËÆÅÍÈß

Ãàðàíöèîííèÿò ñðîê å 36 ìåñåöà îò äàòàòà íà ïðîäàæáàòà, ïðè óñëîâèå ÷å:
       - ïóñêúò ñå èçâúðøâà îò îòîðèçèðàíè îò ôèðìàòà - ïðîèçâîäèòåë ëèöà;
      - ñå ñúáëþäàâàò èçèñêâàíèÿòà çà åêñïëîàòàöèÿ, óêàçàíè â íàñòîÿùèÿ ïàñïîðò.

Ïðîèçâîäèòåë: ÓíèÏÎÑ ÎÎÄ, Ð Áúëãàðèÿ, 5800 Ïëåâåí, óë.Ñàí Ñòåôàíî 47, http://www.unipos-bg.com
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Manufacturer: UniPOS Ltd., 47 San Stefano Street, Pleven 5800, Bulgaria, http://www.unipos-bg.com

MODE SELECTOR
TYPE FD5302

Instruction manual 04-FD5302-03-17

GENERAL DESCRIPRION
Mode Selector FD5203 is designated for operation with Fire Extinguishing Control Panel 
FS52000E.The device permits the key for mode selection, situated on the front panel, to 
be duplex controlled from a distant point. The lines for connection between FS5200E and 
FD5302 and balanced and monitored for short-circuit or interruption. The length of the 
lines is determined by the ohmic resistance of each pair of lines. It is recommended the 
device to be mounted close to the protected premise. In case of received signal of fire 
condition, which turns to be a false alarm, the Mode Selector permits changing the mode 
of the Control Panel or cancelation activation of the extinguishing installation, in order of 
preventing damages.
The functions, duplex controlled by FD5302 are as follows:
      - Changing the Mode of the Control Panel - Manual-Auto or Manual.
      - Switching Mode disable extinguishing in case of fire. 
Note: Manual Mode (position MANUAL) is a priority.
Positions of Mode Selector (fig.1a)
1.”AUTO” - activates Manual-Auto Mode. If the Mode selector into the Control Panel is 
placed into position Manual Mode, it is a priority, regardless of the position of the Mode 
Selector into FD5203.
2. “MANUAL” – activates Manual Mode, which is a priority for the Control Panel, 
regardless of the position of its Mode Selector.
3. “OFF”- Disables Extinguishing in case of Fire Condition.
Mode Selector is connected with inputs “On/Off Exting” and “Mode Select” of FS5200E.
FD5302 consists of: back box (pos.4, fig.2), a carrier unit (pos.3, fig.2), a three-positional 
lock switcher (pos.5, fig.2), a breakable seal (pos.6, fig.2), a cover (pos.2, fig.2) and a 
protective cover (pos.1, fig.2).
Using the Mode Selector
The procedure upon the usage of the device is regulated by the user in particular for 
each premise.The actions of the personnel for using the Mode Selector include:
1. Open the protective cover, fixed by means of the breakable seal.
2. Select Mode, be means of the keyswitch of the set:
      - Manual - Auto Mode – position “AUTO”
      - Manual Mode - position – “MANUAL”
      - Disable Extinguishing – position “OFF”
3. An indication into the Control Panel signals for the actions that have been taken.
4. After using the device for a concrete purpose, place the keyswitch into position, 
corresponding to the specific situation.
5. The usage of the same breakable seal twice for fixing the cover is impossible, which 
requires mounting of another breakable seal:
      - Dismantle the cover (pos.2, fig.2) and replace the torn breakable seal (pos.6, fig.2).
      - Mount the cover by the reverse order and fix the protective cover by means of the 
breakable seal.
TECHNICAL DATA
Switcher - three-positional lock switcher
Electrical installation - by means of terminal for installation

2         wires with cross-section (0,8-1,5) mm
Maximum resistance of the connecting line      -100
Degree of protection                               - IP 40
Operating temperature range - from minus 10°C to plus 60°C
Relative humidity resistance - (93±3)% at 40°C 
Overall dimensions - 90õ90õ44 mm

  (90õ90õ56)* - extended back box
                               for surface mounting

Material - ABS, white
LABOUR PROTECTION REQUIREMENTS AND REGULATIONS
The personnel, authorized to perform installation and repair of the Mode Selector must be 
familiar with the design and the operation of the apparatus and with the General Safety 
Requirements. FD5302 is to be mounted in premises with normal fire hazard, in 
compliance with the current Standards and Regulations.
INSTALLATION
1. Dismantle the basic components of the unit – the cover, the carrier unit and the back 
box,  as shown on fig.1 by unscrewing the fixings (pos.1, fig.1a), (pos.7, fig.2).
2. Fix the back box on the wall by and dowels and self-tapping screws.
3. Join the wires of the input line to terminals (pos.1, fig 2a), located on the rare side of 
the carrier unit (pos.3, fig.2), observing the installation diagram, shown on fig 3. For the 
correct accession of the electric connections, join the terminal buses of the devices and 
the connecting wires as shown on fig.3. 
4. Consecutively mount the carrier unit, the breakable seal and the cover to the back box.
5. By means of the breakable seal, fix the protective cover to the back box.
6. Cut-off the spare end of the breakable seal. Thus the breakable seal can not be used 
again for fixing the protective cover and indicates that the device has been used once.
COMPLETE SET
Mode Selector FD5302 - 1 pc.
Keyswitch - 2 pcs.
Instruction Manual - 1 pc.
Transport package - 1 pc.
WARRANTY 
The warrant period is 36 months from the date of the purchase, providing that:
    - Start up is done by  personnel, authorized by the manufacturer.
    - All the service requirements of the Instruction Manual herein have been observed. 

Ù



Manufacturer: UniPOS Ltd., 47 San Stefano Street, Pleven 5800, Bulgaria, http://www.unipos-bg.com
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