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Addressable One Loop
System Panel 7000M-1L

Panel

Dimensions W 324 x H 276 x D 104 mm

Weight (W/O batteries) 6Kg

Standby battery Size

Maximum Number of Addressable Devices per Panel 150

Maximum number of devices in a Detection Zone

Maximum number of Alarm Zones per Loop 30

Maximum number of addressable alarm devices 
(sounders or sounder bases) 

Redundant CAN Network 16 Panels 7000M+, 7000M or 7000M-1L

30

Sensitivity and logic change to detectors, delays change in alarm zones

Maximum number of Protection Zones per Loop 30

Dependencies on more than one alarm signal CI Mode A

CI Mode B

CI Mode C

Alarm Counter up to 9,999

Event Log (archive) 4,095 events

Input supply 110-240V ac 50/60Hz.

The Addressable One Loop System Panel 7000M-1L features:

 • Compact metal cabinet construction with multiple cable entries
 •
 • Supplied with 1 loop
 • In-panel ModBus connectivity
 •

Part Number: 7000M-1L

Simplified and extended keypad for operation 

12V 7Ah (Quantity 2 off)

Temperature rating -5 to +40°C

Humidity 93% RH (non-condensing)

Other Features alarm zones and protection zones can be activated from any detection 
Zones (one detection zone cannot activate two alarm zones)

state) for every Alarm zone.

Delay to outputs, day / night mode

Fault signals from points

Output to fault warning routing equipment

Disablement of addressable points
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Maximum number  of Repeaters 3


